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Surveillance pour I'Eiude et ('Exploitation des Precedes Georges Claude 

The alarm signal can be variable, depending on the sensor 102 implicated and ... 

personnel or equipment operators at the personal computer 112, based on the ... 

[applications Method and apparatus for identifying, ioeating and tracing wires in a », 

US Pal, 1Q1t$3546 



riled Jun 28 s 2002 - '[race Technologies, Inc. 



Connecting equipment at the central location to devices at the remote 
approach allows a technician to locate the wire carrying the signal. ... 
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[application] METHODS AND APPARATUS FOR QUALITY ASSESSMENT OF A 
FIELD SERViCE OPERATION ... 

US Pat. 12537856 - Filed Aug 7, 2009 - CertusView Technologies, LLC 

[0163] With respect to locating equipment data 1250, as noted above, a locate 

technician may use locating equipment, such as a locate receiver device and a 



[applications METHODS AND APPARATUS FOR QUALITY ASSESSMENT OF A 
FIELD SERViCE OPERATION ... 

[0163] With respect to locating equipment data 1250, as noted above, a locate 
technician may use locating equipment, such as a locate receiver device and a 



[application] METHODS AND APPARATUS FOR FACIUTATING A QUALITY 
ASSESSMENT OF A FIELD ... 

US Pal. 1 253791 7 ■■ Filed Aug ?, 2009 - CertusView Technologies, LLC 

[0163] With respect to locating equipment data 1250, as noted above, a locate 

technician may use locating equipment, such as a locate receiver device and a 



HOT-BOX DETECTOR ALARM CiRCUiT 

The value of being able to locate precisely the over-heated journal bearing is 
... of the heat detecting equipment is ascertained by the technician simply ... 

[applications Remote automated customer support for manufacturing equipment 

US Pat. 9894221 



riled Jun 27, 2001 



A method of providing technical support to a service technician of semiconductor 
fabrication equipment, comprising the steps of: receiving an alarm ... 

Remote monitoring diagnostics 

US Pat. 6955302 - Filed Nov 13, 2003 - York international Corporation 

35 Whenever the RMU generates a critical alarm in step 440 or a warning alarm in 

... concerning this equipment, such as the owner, the service technician, ... 
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locate technicion based on received al... 



Method, system, and apparatus for remotely provisioning network elements to ... 

US Pat. 6549128 - Filed Sep 28, 2001 - BellSouth intellectual Properly Corporation 
A technician may then be dispatched to repair the inoperative equipment. ... a 
request is received to reset a false alarm generated by a network element. ... 



[application] LOCATING EQUiFSUlENT FOR AND METHODS OF SIMULATING 
LOCATE OPERATIONS FOR ... 



US Pat. 12823498 ■ Filed Jun 25, 2010 ■ Cert us View Technologies, LLC 
In some cases, locate information received via the interface(s) (eg, via the 
communication ... actuation/triggering by a locate technician or other user), 

■ ■ ■ 

4; Stay up to date on these results using the patents RSS feed on iocate 
technician based on received aSarro from equipment . 
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